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The above information is given to the best of our knowledge based on laboratory test and practical experience. However, as the paint is often used under 
condition beyond our control, we cannot guarantee anything but the quality of the paint itself. We reserve the right to change the given data without prior notice.  
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General Description: 
 
SILITECT is based on acrylic and modified siloxanic 
polymers to provide an excellent protection to the 
decorative paints. It is formulated with high 
permeability to water vapour and CO2, durable, Water 
repellency, alkali resistant, and perfectly formulated 
for exterior and interior walls. 
SILITEC, together with the MICROCEM system, 
represents an innovative alternative solution to 
mineral products, since it enables lovely Smooth 
finishes to be obtained, which also prove remarkably 
resistant. 
 

Advantages: 
 

 Repels water vapour and humidity. 

 Allows the release of any moisture coming up 
from the ground by capillary action.  

 Protect the formation of fungus and algae. 

 Ease of application. 

 Environment friendly. 
 

Characteristics and Physical 
Properties: 
 

Colour As per catalogue 

Gloss Silk to Semi gloss 

Specific gravity 1.00 – 1.05 kg/L 

Viscosity (FC#4) 15” +/-3 

Coverage 12 – 14 m
2
/L 

Touch dry 30 min 

To recoat 2 – 3 hours 

Shelf life 12 months 

Flash point >65
0
C 

Thinning Water 

 
Surface Preparation: 
 
To be applied on surfaces previously painted with  
MICROCEM System, MARMORINO or ICHNOS; 
Please refer to Products Technical data sheet of the 
related product for any necessary surface treatment.  
 
Could be applied on- 

- New and old plasters based on hydraulic binders. 
- Concrete surfaces. 
- Gypsum and gypsum board surfaces. 
- Old paints and wall coatings that are organic or 
mineral in nature, dry, compact, absorbent and 
cohesive. 
- Mineral conglomerates of various kinds, as long as 
they are absorbent. 
 

 Make sure that the surface is thoroughly dried 

and aged (Do not apply on freshly painted 

surfaces) 

 Brush or wash to remove any efflorescence and 
any old peeling paint. Completely eliminate any 
raised layers of lime-based or tempera paints. 

 Remove any dust, smog or other deposits by 

brushing. 

 

APPLICATION INSTRUCTIONS 
 

Ambient temperature: Min. +8 °C / Max. +35 °C 
Relative environmental humidity: <75% 
Temperature of the surface: Min. +5 °C / Max. +35 
°C Moisture level of the support surface: <10% 
- Avoid applying when surface condensation is 
present, or in direct sunlight. 
- After application, outdoor surfaces must be 
protected from rain and moisture until the product 
has dried completely, which normally (at 20°C) takes 
place after approximately 48 hours. 
- Tools: brush, sponge, wad or cloth. 
- Dilution: variable up to 50%. 
- Procedure: after having spread the product over the 
surface with a brush, the final effect can be created: 
- with a brush: work at the surface in an uneven 
manner to achieve a soft effect; 
- with a sponge or wad: use a sponge or wad that 
have been lightly dipped in paint.- with a cloth: use a 
cloth to remove excess paint from the surface; the 
movement of the cloth creates the decorative effect. 
- The product must be worked upon before it begins 
to dry; in the case of large surfaces, avoid joins; 
always work wet on wet, with sufficient number of 
decorators to guarantee this condition. 
- All tools should be cleaned using water immediately 
after use. 
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- Indicative coverage: around 15-20 sq.m./l per coat, 
varying on the basis of the type of surface and 
process used. These figures are given for smooth 
surfaces of average absorption. It is recommended 
that a test be effected on the surface to determine 
effective coverage of the product. 
 

Typical Recommended System: 
 
 
 

MAS Masonry AR Primer 1 coat 

MAS Masonry Primer White 1 coat 

PVA Wallfiller 2 coats 

MAS Masonry Primer White 1 coat 

Decorative Coatings such as 
(MICROCEM) 
 

1 coat 

SILITECT 2 coats 

 

SAFETY RULES 
 
SILITECT Contains max: 30 g/l VOC 
Harmful to aquatic organisms, may cause long-term 
adverse effects in the aquatic environment. / Keep out 
of the reach of children. 
Do not empty into drains. / Wear suitable protective 
clothing and gloves. / If swallowed, seek medical 
advice immediately and show container or label. 
The product must be transported, used and stored in 
accordance with the standards in force regarding 
hygiene and safety; let the residues dry out 
completely and treat them as special waste. 
Consult the safety sheet for additional information. 

 
Storage: 
 
The product must be stored in accordance with 
national regulations. The product should be kept in a 
cool and well ventilated place, protected from heat 
and direct sunlight. Containers must be kept tightly 

closed.  
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Cleaning of Tools: 
 

All tools should be cleaned with water. 
 

Packing: 
 
Available in 1 USG. and 20 LTR. 
 

Precautions: 
 
 
              See Safety Indication Sheet.  
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